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Specify location-specific 
computer settings for 
location signature 



106 

U 



108 



Save signature and 
settings in location 
profile 
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Data 



110 

V 



Retrieve location profiles from 
database 
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Determine whether a location signature 

from a retrieved location profile 
matches the current location signature 
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settings and send 
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message to user 
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Generate a new location 
profile for the current 
location signature 
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Store location signature 
and new location profile 
in database 
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Intel Location Profiler 0.01 



Location Profiler 

Can automatically activate system settings you choose based upon 
the observed Wireless LAN access points in vout area. 
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Radio Signature of nearby access points 



Profile Name: 
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tHome 



Settings for this location 

Status: Active 



Eh 



Automatically activate settings for matched 
location profiles. 



21 6 J 

Copyright <S> 2003 Intel Corporation. 



Add New 



rv 



Configure >> 



Configure » 



rv 



Activate 
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Radio Signature Profile 
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Radio Signature Profile 

Collect the radio signature of nearby access points (APs) to define a 
location profile. 



Select network adaptor to use for scanning access points 

; NET GEAR WAB501 802.1 1 a/b Wireless Adapter - Packet Scheduler Minrp 
MAC: 0rj-09-Sb-2f-58-3d 

GUID: {9526B3F8-1A37^2A-A0DA-€474E7249142> 

Nearby Access Points 



iatf ir In 
I garage 
lalf inn 
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Add APs 



Erase List 



Look for new location matches every (60 seconds. 
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Location Specific Settings 



402 XJ 



404 XJ 



406 V " 



408 



Location Specific Setting* 

Configure the system settings that you want to take effect when 
this location profile is activated. 



Inernet Protocol (TCP/IP) Settings 

IP Address: Automatic (using DHCP) 

DNS Servets: Automatic (using DHCP) 

Internet Proxy Settings 

Proxy: None 
VPN Client AutoJaunch 
£h£± VPN Client [Intel NetStructure VPN Cfient 

Browser Settings 

. You can change which page to use for your home 



Configure » 



Configure >> 



rv 



Address: j 



http://www.rntel.com/ 



r— You can share your location with web sites you visit, resulting 
C in web content more relevant to your location. 
" 420 Wat rung: do not check this box if you want to keep 
your location private. 
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Default Printer 

You can pick which printer to use when at this location. 



HP LaserJet 6P 



Close 
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